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Torque Tuning
Pull out the security button situated at the end of the handle to 
disengage it. Adjust to the required setting by tuming the end of the 
handle until the required value appears on the scales. Engage the 
security button by pushing it shut. The torque now has been set.

Tightening
For the first time using or after long period without using, please 
turn the torque wrench several times to spread the lubricant throug-
hout the mechanism. Operation by using handle only; do not use ex-
tensions. When tightening, pull slowly and steadily until you hear the 
„click“. As soon as you hear and feel tbe signal, stop pulling when the 
required value is shown on the scale. Torque wrenches are precision 
tools änd are not designed for use in loosening bolts and nuts.

Brand:  Syntace
Description:   1/2“DR.
PartNumber:
Torque Range:  20-100 N-m
Tolerance:  ±3 %
Serial Number: TE13431

SETTING N-M 20.00 ABW. 60.00 ABW. 100.00 ABW.
1.Test 22.22 1.10% 59.86 -.23% 99.44 -0.56%
2.Test 19.54 -2.30% 60.26 -.43% 100.70 -0.70%
3.Test 20.28 1.40% 59.72 -.47% 100.56 -0.56%
4.Test 20.34 1.70% 59.98 -.03% 100.42 -0.42%
5.Test 20.32 1.60% 59.80 -.33% 100.34 -0.34%
Average in N-m 20.14 0.70% 59.92 -.13% 100.29 -0.29%

Maintenance and lnspection
When storing for long periods, loosen the torque to the lowest setting 
in order to reduce the tension on the wrench mechanism. Do not use 
solvents which may dissolve the lubricants used inside the mecha-
nism. lnspect and check at least twice a year. lt used constantly 
inspect more frequently.

Testing Machine:  D01_T-200 N-m
Serial Number:  70375
Maximum measuring error of the measurement system: 0.05% 
Measurement uncertainty interval of the measurement system: 0.25%

Temp :  23 ̊C
Humidity:   66.4 %
Type of Torque Wrench:  Type II
Direct of Operation: Right


